





SPECIFICATIONS

Input impedance Ovz_e_r SoM@ __J CPU : 16bit
Leads Standard 12 leads and Cabrera leads | a,p conversion | 12bit
Common mode re|ect|on Over 120dB I Istc: o S
-— 1 H e A~ I' 1 1
Frequency response | 0.05- 100Hz within (~3dB~ +05dB) Samplng rate 250#1:,& fog pacemaker detection
Time constant Over 3.2sec = = .
Auxlllary input 10mm/0.5V
Patient leakage current | Less than 104A : :
' safety | Class 1 CF type | Auxiliary output 0.5V/mV -
sz o [:2:5.:5 lOmm/mV in AUTO (printout) Powor ssires | AC 100-120V, 220 - 240V
| Sensitivity | 25, 5,10, 20mm/mV in Manual ' DC rechargeabie battery 12V
| Digital filters Deflbri
efibrillator
| AC noise:Over —30dB, 60Hz or 50Hz | protection To 5,000V, 400]
Filters | Drift  :-3dB, 0.5Hz _
| Muscle 1: - 3dB. 35Hz Operating temperature:
Muscle 2: —3dB, 25Hz 10~40°C (50~105F)
Hecording system Thermal array (8 dots/mm) ' Environmental Storage temperature:
AUTO: 25, 50mm/sec ; conditions ~20~60C (4~ 140F)
Chart speeds | MANUAL: 10, 25, 50mm/sec | Relative humidity :
LONG-TERM: 125mm/sec - 10~85%RH (storage)
) | Thermal paper Dimensions | 320(W) x 230(D) x 75(H)mm
Recording paper | Roll type  RI112x27R S M N
| Zfold type R112x27Z | Weight Approximately 3.0Kgs
STANDARD ACCESSORIES
Piationt cable PEL10G s ssisssmssunsniamsssvsssssimsmssesass 1 pe
ECG Clip-on electrode .........................................4 pcs
Chest electrode, suction for adult----m------m-----"-'6 pes
ECG electrode cream (?'Og] wrl:pe
Power cable - LA 1. po
Grf)undlng WII'G ...........‘.‘.........‘........‘.........]_ pc
I'“ube darsssrarras .-2 pcs
Paper bpool ....................................................... ]l pc
ACC&SSOI‘ieS bag.................................................1 pc
Rec(}rding paper .....-n........-n”.........u................1 pc
Operation manual.............................-......--.......--]_ pc
Ph}"sician.s Criteria guide.....................................1 pc

RELATED PRODUCTS

12 channel digital
electrocardiograph
with analysis

12 channel digital
electrocardiograph
- with analysis

Kenz cardico 1207
PC Link and Stress Test
available (option)

Kenz cardico 1210
PC Link available
(option)

Digital Holter ECG
. Analysis System

Kenz Cardy Analyzer 03
- Kenz Cardy 301 recorder
Kenz Cardy Controller
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